Utah Chain Eequirements

UCA 41-6a-16F6 ] - Tire chains of reasonable proportio ns on
avehicle when requred for safetyhbecanse of snow, ice, or
other conditions terding o canse avelicle fo skid.

Wehicles likelyvto excounter conditiors requiring clains st
carryset for at kast one drmang axle.

FIICEE 392 14 - Hazardous conditions, extreme cation.

Extrere cantom m the opetation of a conerercial motor vehicls shallbe exe s ed when hazardans e ceditices, such as those
cansad by snoar, e, sket, fog, mist, ram, dust, or spoke, adversely affect wsibility or tracton. S peed shallbe reduced wrlen
such conditons exkt. [fcondios becorme suffice niby d angerons, the operaton of the conprercial motor vehick shallbe
disecetmmied amd s hall not be remrved wihl the conmrerrial motor veluck canbe s afebr operated. Wie rever compliance with
the forepome proveiors of ths mE inceases harard to passenge s, the conmrercial motor vehek maybe operaed to the
reawest pont atwlich the s afety of passenzers 5 wsaed.

VIOLATION OF FEDERATL REGULATION 392,14
MAY RESTULT IN THE FOLLOWING ACTIONS

CONFISCATION OF PERMIT{Z)

WARNING LETTER ISSUED EY UDOT/MOTOR CARRIER DIVI-
=1 RS

RFEVOCATTION OF PEEMITTING PREIVILEGES




Utah LCV Winter Operations

Mo carrier shall operate an LCWV combination, When any of the listed conditions

with a combined trailer length in excessof &1 exist an operator may choose one

feet, when the following conditi ons exist: of the following options:

Wind: Inexcess of 45 mph for empties, 50 e Drop atrailer a a safe and

mph when loaded. appropriate location (not on a
highwray or interstate) and

Snow & Ice Any accumulation on the road- proceed with caution

way.

*  Cease operations until  con-

Visthality: Lessthan 1,000 feet. ditions improve

5

Utah Winter

Phone: &01-9¢

Weather & Road Condition Up date Information
To provide updates on road condifions call 201-877-3700

Utah Road & Weather Conditions - ¢ ommnate rlink wa k. gov.ie i
[tah Trwking Association - wit fali

‘o h ; .
Dial 511 - for current road condilon i




